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Spring Teeth 
Be sure to check and straighten the spring 
teeth after every use.  If the teeth get caught 
on the wrong side, they will wear out much 
more frequently. 
 
To replace: 
 
1. Remove the screws indicated in the 

photo. 
 
2. Remove the spring retainer. 
 
3. Remove the spring. 
 
4. Install the new spring. 
 
5. Re-install the spring retainer and screws. 
 
 

 

 
 
 

 
 

 
Tires 
Maintain tires as follows: 
 
 Check air pressure in tires frequently.  

Tire pressure should be maintained at 
approximately 35 PSI. 

 
 At the end of each season, take apart the 

tires/wheels and lube the bearings. 

 

 
 

 

Screws 

Spring Teeth 
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Beginning of the Season 
Before you begin using your crop lifter and 
conditioner at the beginning of each 
season, perform the following 
maintenance: 
 
1. Thoroughly clean the crop lifter and 

conditioner. 
 
 
 
 
 
 
 
 
2. Check the tension of all chains and 

adjust as necessary. 
 
3. Lubricate all grease points and 

bearings. 
 
4. Make sure all bolts and pins are 

properly in place and tightened. 
 
5. After hooking up the crop lifter, run at 

half-speed for a few minutes.  Check 
the bearings for overheating or any 
looseness. 

 

End of the Season 
Perform the following maintenance at the 
end of each season to make sure your 
crop lifter and conditioner is properly 
stored for winter. 
 
1. Thoroughly clean the crop lifter and 

conditioner to prevent moisture from 
accumulating and causing rust. 

 
 
 
 
 
 
 
 
2. Lubricate the crop lifter roller according 

to page 25. 
 
3. Lubricate all chains according to page 

23. 
 

4. Take the tires apart and lubricate the 
wheel bearings. 

 
5. Use the support legs to level the 

machine during storage. 

 

IMPORTANT!  If using a pressure 
washer, do NOT direct water spray at 
bearings.  High pressure water can 
damage bearing seals, causing 
premature failure. 

IMPORTANT!  If using a pressure 
washer, do NOT direct water spray at 
bearings.  High pressure water can 
damage bearing seals, causing 
premature failure. 
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Troubleshooting 
Problem Cause Remedy 

Gaps/breaks in windrow Pickup speed is too high or 
lifter is too high 

Adjust speed as necessary 
or lower lifter 

Peanuts bunching/crowding 
on pickup Pickup speed is too low Adjust speed as necessary. 

Skipping vines or peanuts  Pickup is set too high Lower pickup 

Excessive dirt Pickup is set too low Raise pickup 

Excessive loss Ground speed and pickup 
speed are too high Lower speeds  

 
 






