
Long Reach Mower LRM6019  Maintenance 
 

MAN105 4/9/08 55 

 
Blades and Blade Holder 
 
 
 
 
 
 
 
 
 
 
Mower blades need to be inspected daily for 
cracks and wear.  The speed of blade wear is 
determined by what the mower is used to cut.  
 
Make sure the blades are correctly 
positioned and bolts are properly tightened.  
Torque bolts to 850 ft-lbs. 
 
Periodically inspect the blade holder for 
cracks and wear.  Check bolts for tightness; 
torque to 400 ft-lbs. 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
 
 

 

NOTE!  AMADAS does not recommend 
sharpening blades.  Once sharpened, 
blades will wear more quickly.  If blades 
are sharpened, they must be done in 
pairs.  Before reinstalling, compare the 
weight of the two blades.  Any marked 
difference in weight will induce vibrations 
and shorten spindle bearing life. 

DANGER 
NEVER check or perform maintenance 
on any part of the mower while the 
tractor is running.  Make sure the tractor 
is in park and the key removed from the 
ignition before approaching the mower. 

DANGER 
ALWAYS replace the blades in pairs to 
maintain mower head balance.  Failure 
to do so could cause excessive vibration 
and damage to the mower head.. 

Blade holder bolts 

IMPORTANT!  NEVER attempt to 
sharpen a blade that is less than 4 ½ 
wide! 
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Hydraulic Hoses 
Inspect hoses daily for leaks and tears.  
Make sure connections are tightened.  
Repair or replace as needed. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
 
 
 

 

 

 WARNING 
 

 
 

Escaping hydraulic fluid under pressure 
can penetrate the skin, causing serious 
injury.   
 
Avoid the hazard by relieving pressure 
before disconnecting hydraulic or other 
lines.  Tighten all connections before 
applying pressure. 
 
Search for leaks with a piece of 
cardboard.  Protect hands and body 
from high pressure fluids. 
 
If an accident occurs, see a doctor 
immediately.  Any fluid injected into the 
skin must be surgically removed within a 
few hours or gangrene may result. 
Doctors unfamiliar with this type of injury 
should reference a knowledgeable 
medical source.  Such information is 
available from Deere & Company 
Medical Department in Moline, Illinois,
U.S.A. 
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Hydraulic Tank, Strainer, and 
Filter 
Check hydraulic fluid levels using the sight 
glass in the middle photo..  Keep the tank full 
with single viscosity 10W only API serv 
CD/SE. 
 
Check the tank strainer (top photo).  Remove 
tank cover, pull strainer from inside of tank 
and inspect for wear and clogging.  Replace 
as needed.   
 
Periodically check filter for tightness.  
Change after 400 hours or yearly. 

 

 
 
 
 

 
 
 
 

 

Remove and check 
strainer.  Fill to top 
of tank. 

Use sight glass to 
check oil amount. 

Check filter for 
tightness. 
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Storage/End of Season 
We recommend storing your LRM6019 
mover under a shelter.  Before storing: 
 
• Remove all debris and dirt from the 

mower.  
 
• Throughly clean the mover. 
 
• Refer to the drawings on the next page 

for the proper storing position.  The 
first drawing shows the mower in the 
correct position for storing outside.  
The second drawing shows the correct 
position for storing the mower inside of 
a shelter. 

Beginning of Season 
To ready the mower for use at the 
beginning of a season, please following all 
instructions for readying the mower in 
Chapter 2, Preparation. 
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Outdoor storage position (shown from rear) 
 
 
 
 
 

 
Indoor storage position (shown from rear) 
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Troubleshooting 

Problem Possible Cause Solution 

Tractor ground speed too 
fast for given condition. 

Slow ground speed. 
 

Blades are dull. Replace blades and bolts. 

Blades are clogged with 
debris. 

Clear all debris away from 
the blades and mower deck. 

Blades are not in correct 
position.  

Check blade holder.  From 
the mower deck, make sure 
blades are on correctly.  
Blades rotate 
counterclockwise. The 
sharpened edge of the blade 
should be the leading edge. 
 

Blades are damaged. Replace blades in pairs. 

Mower is not cutting cleanly 

Blades are turning too slowly. Speed up tractor PTO RPM 
(do not exceed 1000 RPM). 

Blades are caught by debris 
or otherwise not turning 
freely. 

Remove any debris from 
blades and mower deck.  
Check that all bolts are 
tightened on blade holder 
and on blades.  Make sure 
blades can turn freely. 

Spindle/hub has become 
loose. 

Tighten hub bolts to 410 ft-
lbs (dry) or 310 ft-lbs 
(lubricated).  Replace bolts if 
necessary.  Tighten 
spannernut.  

Mower deck is vibrating 
excessively 

Spindle bearings need 
repacking or replacing. 

Pull spindle from housing 
and repack or replace 
bearings as necessary. 

Oil level is too low. Check tank oil level and fill if 
low. 

Oil strainer is clogged. Clean or replace. 
Mower hydraulic system is 
sluggish 

Oil filter is clogged. Replace with new filter. 

Tractor hydraulic level is low. Check oil level and fill as 
required. Cylinder hydraulics are 

sluggish Remote speed is set too low. Speed up remote hydraulics. 
 


